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Abstract

The influence of Reynolds number on the perfor-

mance of outboard spoilers and ailerons was investi-

gated on a generic subsonic transport configuration in

the National Transonic Facility over a chord Reynolds

number range from 3 to 30 million and a Mach number

range from 0.70 to 0.94. Spoiler deflection angles of 0,

10, and 20 degrees and aileron deflection angles of-10,

0, and 10 degrees were tested. Aeroelastic effects were

minimized by testing at constant normalized dynamic

pressure conditions over intermediate Reynolds num-

ber ranges. Results indicated that the increment in roll-

ing moment due to spoiler deflection generally

becomes more negative as the Reynolds number
increases from 3x106 to 22x106 with only small

changes between Reynolds numbers of 22x106 and

30x106. The change in the increment in rolling

moment coefficient with Reynolds number for the aile-

ron deflected configuration is generally small with a

general trend of increasing magnitude with increasing

Reynolds number.

Nomenclature

All dimensional data are presented in U.S. custom-
ary units. The longitudinal force and moment data are

presented in coefficient form in the stability axis sys-

tem. The lateral moment data are presented in coeffi-
cient form in the body axis system. The symbols and
abbreviations are defined as follows:

C

CL
CZ

Cm

C,,

Cp, fe

local chord

lift coefficient

rolling moment coefficient

pitching-moment coefficient

yawing moment coefficient

static pressure coefficient at the wing trailing

edge

free stream Mach number

qdE

e_

sta

r,

A

6a

_S

11

ratio of free stream dynamic pressure to wing

material modulus of elasticity

Reynolds number based on mean geometric
chord

model streamwise station, in.

stagnation temperature, °F

angle of attack, deg

change in a parameter

aileron deflection, positive trailing edge

down, deg

spoiler deflection, deg

wing semispan fraction

Background

Lateral control devices are typically designed
using empirical tools, analytical methods, and wind

tunnel tests. Conventional wind tunnel tests typically
provide results at Reynolds numbers significantly

below those encountered in flight. Thus, some form of
adjustment may be needed to account for the effects of

Reynolds number on the results. A series of wind tun-
nel tests were undertaken to investigate the effect of

Reynolds number on the performance of ailerons and

spoilers on a generic subsonic transport configuration.

The generic wing-body configuration used in the

wind tunnel tests was representative of a subsonic
commercial transport configuration. The body was the

Pathfinder-I fuselage described in reference 1. The
wing, referred to as the Pathfinder-I Lateral Controls

Wing, was based on the Energy Efficient Transport
(EET) configuration, described in reference 1. The
Lateral Controls Wing had provisions for mounting

inboard spoilers and ailerons and outboard spoilers and
ailerons. Pressure orifices were installed in chordwise

rows on the wing and along the wing trailing edge.

This paper presents results from two wind tunnel
tests that investigated the effects of Reynolds number
on the performance of outboard spoilers and outboard

*Aerospace Engineer; Subsonic Aerodynamics Branch

Copyright (c) 2001 by the American Institute of Aeronautics and Astronautics, Inc. No copyright is asserted in the United
States under Title 17, U.S. Code. The U.S. Government has a royalty-free license to exercise all rights under the copy-

right claimed herein for Governmental purposes. All other rights are reserved by the copyright owner.

1

American Institute of Aeronautics and Astronautics





ailerons.Resultsarepresentedat Machnumbersof
0.70,0.82,0.88,and0.94at chordbasedReynolds
numbersof3x106,13x106,22xl06,and30xl06.

Experimental Apparatus

Test Facility

The National Transonic Facility (NTF) is a
fan-driven, closed-circuit, continuous-flow, pressur-

ized wind tunnel (ref. 2). It may be operated as a con-

ventional wind tunnel using air as a test gas or as a
cryogenic wind tunnel using nitrogen as a test gas.

When operated as a conventional wind tunnel, heat is
removed by a water-cooled heat exchanger located at

the upstream end of the settling chamber. When oper-

ated as a cryogenic tunnel, heat is removed by the
evaporation of liquid nitrogen which is sprayed into the

tunnel circuit ahead of the fan. Nitrogen gas is vented
to maintain a constant total pressure. NTF capabilities

allow testing of aircraft configurations at Mach num-

bers ranging from low subsonic to low supersonic, at
Reynolds numbers up to full-scale flight values

(depending on aircraft type and size). The test section
is 8.2 feet by 8.2 feet in cross section and 25 feet in

length. Longitudinal slots in the floor and ceiling give
a wall-openness ratio of 6 percent. The test-section

sidewalls are solid. The NTF is capable of an absolute
pressure range from 15 psi to 125 psi, a stagnation

temperature range from -320°F to 150°F, a Mach

number range from 0.2 to 1.2, and a maximum Rey-
nolds number per foot of 146x106 at Mach 1.

Free stream turbulence is reduced by four damping
screens and the 15:1 contraction ratio between the set-

tling chamber and the test section. An initial assess-
ment of the flow quality in the NTF has been reported

in reference 3. Conventional model support is provided
by an aft-mounted sting attached to a vertically
mounted arc sector. The pitch range of the arc sector is

from about -11 ° to 19°, depending on the test setup. A
remotely controlled roll coupling, with a range from

-180 ° to 180 °, provides the interface between the arc

sector and the sting. The test-section floor, ceiling, and
reentry flap angles were fixed during these tests.

Model Description

The generic low-wing subsonic transport wing
known as the NTF Pathfinder-I Lateral Controls Wing
was used in this investigation. The wing is designed

for use with the existing NTF Pathfinder-I subsonic
transport model fuselage components (ref. 1). A

10.5-inch fuselage extension plug was inserted
between the nose and wing to provide a more realistic
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ratio of fuselage length to wing span. Wing-fuselage

fillets typical of cun'ent subsonic transport designs
were installed at the wing root. The model is designed

to accept inboard and outboard spoilers and ailerons.

Sketches of the model general arrangement, the out-
board spoilers, and the outboard ailerons are presented

in figure 1.

The wing design, based on the EET wing reported

in reference 1, incorporated supercritical airfoil sec-

tions with blunt trailing edges. It was manufactured
from Vascomax T-200 steel and had a surface finish of

8 microinches for the first 15-percent of the local chord

and 16 microinches for the remainder. The planform
break is located at r 1= 0.376, with extended chord

lengths inboard of this station. (See figure l(a)). Wing
attributes, presented in table 1, were based on the trap-

ezoidal reference planform formed by extending the

outboard leading and trailing edge lines to the center-
line and to the wing tip station. The cruise design con-
dition is for a lift coefficient of 0.55 at a Mach number

of 0.82. Because the wind tunnel model is not a scaled

representation of a full scale aircraft, a cruise Reynolds

number is not defined. The rear, outboard portion of
the port wing panel was removable so that different

pieces simulating different outboard aileron deflec-
tions could be installed. Provisions were also made to

install spoilers on the center portion of the port wing

panel.

The outboard spoilers consisted of two panels for

the two spoiler deflections: 10° and 20 °. Details about
the spoilers are presented in figure l(b). The spoiler

panels were removed for the 0° deflection case. When
installed, each spoiler panel was sealed to the wing

surface to prevent any flow
spoiler panel and the wing

spoiler panels were always
deflection angle.

The outboard aileron

from going between the
upper surface. The two
installed with the same

consisted of a single

machined piece for each of the three aileron deflec-
tions: -10 °, 0 °, and 10°. Details of the ailerons are pre-

sented in figure 1(c). The trailing edge down deflection

was assigned the positive value. When installed, the
machined piece for the aileron was sealed to the wing

along the upstream edge. Ailerons were mounted only
on the port wing panel.

The wing contains 258 static-pressure orifices dis-

tributed in 7 chordwise rows. (See figure l(a)). To sim-
plify model fabrication and maximize wing strength,

upper-surface orifices are located in the port wing
panel and lower-surface orifices are located in the star-

board wing panel. The nominal orifice diameter was
0.015 inches.
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Instrumentation
Aerodynamicforce and momentdata were

obtained with a six-component, strain-gage balance.
Different balances were used for the two tests: the

NTF101B balance was used for the outboard spoiler
test and the NTFll3B balance was used for the out-

board aileron test.

An onboard, heated, single-axis accelerometer

package was used to measure the model angle of

attack. The accelerometer package has a quoted accu-
racy of +0.01 ° under smooth wind-tunnel operating

conditions (ref. 4). For the test conditions presented in
this report, the model dynamic acceleration was small

and was not expected to have a significant impact on
the accuracy of the angle of attack measurement.

Wing-pressure measurements were made with six
48-port, electronically scanned pressure (ESP) mod-
ules contained in an internal, nose-mounted, heated

enclosure. The upper surface (port wing) pressures

were measured using modules having a full-scale pres-

sure range of +45 psid; the lower surface (starboard
wing) pressures were measured using modules having

a range of +30 psid. The quoted accuracy of the mod-
ules was +0.20 percent of full scale pressure. The mod-

ules were calibrated immediately before each series of
runs. Body cavity pressures were measured at two

locations inside the fuselage cavity using an ESP mod-

ule with a full-scale pressure range of +2.5 psid.

The wind tunnel total and static pressures were

measured using two banks of quartz bourdon tube
transducers referenced to a vacuum. A controller

selects the smallest transducer from each bank capable
of measuring the total and the static pressures. The

manufacturer's quoted accuracy for these pressure
transducers is +0.012 percent of reading plus

+0.006 percent of full scale. Since data were obtained
at three levels of dynamic pressure (to be discussed
later), different transducers in each bank were used

depending on the test conditions. For the low level

dynamic pressure data, 30 psi transducers were used
for both the total and static pressure measurements.

For the intermediate level dynamic pressure data, 50
psi transducers were used for both the total and static

pressure measurements. For the high level dynamic
pressure data, a 100 psi transducer was used for the

total pressure measurement and a 50 psi transducer
was used for the static pressure measurement. The tun-

nel total temperature was measured with a platinum
resistance thermometer with an accuracy of +0.2°F.

The accuracy of the measurement instruments was
used to estimate the error bands for the model force
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and moment coefficients for the loads encountered

near the angle of attack for the design lift coefficient

using the technique described in reference 5. Error
bands for the force and moment coefficients based on

the quoted instrumentation accuracies for the two tun-

nel tests are presented in table 2. As expected, the

uncertainty in each of the force and moment coeffi-
cients decreases with increasing dynamic pressure.

Changes in results smaller than the measurement
uncertainty should not be considered significant.

Proced u res

Data Reduction and Corrections

Information on NTF instrumentation devices, tun-

nel process and data-acquisition systems, and
data-reduction algorithms are provided in reference 6.

Balance output is sensitive to the balance temperature

as well as the balance longitudinal temperature gradi-
ent. Balance readings were compensated for changes in

balance temperature between the wind-on and

wind-off conditions. Also, temperature gradients
within the balance were minimized by allowing the

balance to approach thermal equilibrium with the tun-
nel flow before recording any data. Balance-tempera-

ture gradients of less than 10°F were maintained
throughout these tests. Wind-off data were acquired

prior to and following each set of runs to monitor bal-
ance electrical zero shifts over the course of a set of

runs. The ending wind-off point was used for all data
reduction because the thermal state of the balance (for

both temperature and temperature gradient) at the end
of a set of runs was generally more representative of
the wind-on conditions.

The model angle of attack was corrected for
upflow in the test section, with the upflow angle deter-
mined from data acquired with the model in both

upright and inverted orientations at a given set of tun-
nel conditions. In each test, an upright and inverted run

was obtained for each Reynolds number at the design

Mach number, 0.82, and the resulting upflow correc-
tion applied across the Mach number range. Upflow

angles ranged from about 0.13 ° to about 0.18 °. The
data used in this report were not corrected for test-sec-

tion wall interference or for sting interference.

Tests and Procedures

The test program was designed to investigate the
effects of Reynolds number at transonic speeds on the

performance of different lateral control devices. The
Mach number range covered speeds from below the

design Mach number (M_=0.70) to above the maxi-
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mumoperatingMachnumber(Moo=0.94)of atypical
subsoniccommercialtransport.ThelowestReynolds
numberwasrepresentativeof theReynoldsnumbers
obtainedon similarlysizedmodelsin conventional
transonicwindtunnels(R_= 3×106).ThehighestRey-
noldsnumberwasrepresentativeof amoderatesized
commercialtransportat cruise(R_=30x106).Two
additionalReynoldsnumbers(R_=13x106and
R_= 22x106)wereincludedtoassessReynoldsnum-
bereffects.Ateachtestcondition,theangleof attack
wasvariedfromabout-2° (approximately the angle of

zero lift) to about 6° (or the onset of model pitch angle

dynamics).

The wind tunnel model wing will deform under
load. Testing at different dynamic pressures will yield

different model loads and, consequently, different
model deformations. The effects of model deformation

should be removed from the experimental results.

Static aeroelastic deformation of the wing depends on
the applied load and the material stiffness. An indica-
tor of static aeroelastic deformation is the nondimen-

sional ratio of dynamic pressure (qoo), to the modulus

of elasticity (E) for the metal that comprises the wing.
The parameter q,,o/E is appropriate for characterizing
aeroelastic condition because the material stiffness E

increases as the temperature decreases. To eliminate
the effect of static aeroelastic deformation, the model

should be tested at constant q,,,/E.

Although the operating characteristics of the NTF
allow independent variation of Mach number, Rey-

nolds number, and dynamic pressure, constraints from
the NTF operating envelope prevent testing at a con-

stant dynamic pressure across the full range of desired
Mach numbers and Reynolds numbers. The NTF oper-
ating envelope for the Pathfinder-I Lateral Controls

Model at a Mach number of 0.82, shown in figure 2,
demonstrates the problem. At transonic conditions, the

minimum temperature is typically about -250 ° and the
maximum temperature is about 130 °. The need to

maintain a positive pressure within the tunnel pressure

shell relative to atmospheric pressure determines the
minimum dynamic pressure. One option is to test at a
high dynamic pressure (qJE=0.61xl0 -6) over a
reduced Reynolds number range from about 7x106 to

30x106. Extensive testing at such high levels of

dynamic pressure is not preferred because of the high
liquid nitrogen consumption. The desired test matrix

could not be completed at this high dynamic pressure
because the required liquid nitrogen exceeded the

amount available for the test. An alternate approach
that limits the testing required at the high dynamic

pressure was selected. This approach provides Rey-
nolds number effects at three levels of dynamic pres-
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sure and static aeroelastic (i.e. dynamic pressure)

effects at two intermediate Reynolds numbers as noted

by the solid circles in figure 2. The results at Reynolds
numbers 3×106 and 13x106 are obtained at the baseline

qJE= 0.28× 10-6 (low range), the results at a Rey-
nolds number of 22x106 are obtained at

qJE = 0.45x 10 -6 (intermediate rant_e), and the results
at a Reynolds number of 30×10" are obtained at
qJE= 0.61× 10 -6 (high range). The results for a Rey-
nolds number of 22x106 are corrected for the static

aeroelastic increment between qo,,/E= 0.45×10 -6 and

qo,,/E = 0.28×10 "6. Similarly, the results for a Reynolds
number of 30×106 are corrected for two static aeroelas-

tic increments: the first between qdE = 0.61x10 -6 and
qJE = 0.45×10 -6 and the second between

qJE = 0.45×10 -6 and qJE = 0.28x10 -6,

Each time the model is assembled, small differ-

ences in the clean (no deflected control surface) wing

are possible, leading to small differences in the base-
line rolling moment coefficients. Also, small manufac-

turing differences created small asymmetries in the
model. To minimize these effects, the effect of control

surface deflection was determined from the difference
between the results with the control surface deflected

and the results with the control surface set to 0° (clean

wing). Separate clean wing data were obtained for each
test.

Clean wing data were not obtained during the out-
board spoiler test at the intermediate dynamic pressure
level at a Reynolds number of 13×106 and the high

dynamic pressure at a Reynolds number of 22×106 for
Mach numbers from 0.70 to 0.88. Estimated clean

wing data were needed to determine the increments in

the force and moment coefficients due to spoiler
deflection. Examination of the increments in the force
and moment coefficients from three other wind tunnel

tests of the Lateral Controls Wing due to increasing the

dynamic pressure from the low to the intermediate lev-
els and from the intermediate to high levels showed
similar static aeroelastic effects for each test. Since the

static aeroelastic increments are relatively independent

of the test, the missing clean wing data were estimated
by adding the average static aeroelastic increment from

the other three Lateral Controls Wing tests to the avail-
able clean wing data from the outboard spoiler test.

All polars were obtained in a "pitch-pause" mode
in which the model is pitched to the next angle of
attack in the series, transients in the flow and instru-

mentation are allowed to damp out, and the data are

then recorded before repeating the cycle.

Wing pressure data acquisition required ESP hard-
ware (tubing for the reference pressure, calibration
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pressure,andcontrolpressureandelectricalwiresfor
dataacquisitionandcontrol)to bridgethebalance.
Previoustestexperiences(e.g.ref.7)indicatedthatthe
presenceoftheESPinstrumentationhadasmalleffect
onthelift andpitchingmomentmeasurements.

The results at the two lower Reynolds numbers,
3x106 and 13x106, were obtained with the boundary

layer transition location artificially fixed on the nose of

the model and on the wing upper and lower surfaces.
Epoxy disks were selected for the trip strips because

they provide a repeatable configuration unlike carbo-

rundum grit (ref. 8). The disks, 0.0035 inches high and
0.045 inches in diameter, were installed with the disk

centers 0.100 inches apart. Disk height was determined
using the method described in reference 9. The ring of

disks on the fuselage nose was located 1.00 inch down-
stream of the nose (sta = -9.5 in.). The rows of disks on

each surface of the wing were laid out in two straight

lines, from the wing root to the leading edge break, and
from the leading edge break to the tip. The trip location
varies from about 0.05c at the root to about 0.10c at the

tip. Natural boundary layer transition (strips of trip

disks removed) was used for tests at the two higher
Reynolds numbers, 22x106 and 30×106, since transi-

tion is estimated to occur within the first 5 percent of
the local chord.

Repeatability

The Lateral Controls Wing has been tested three
times with the wing-fuselage fillets. Repeat runs were

obtained at a Mach number of 0.82 and a Reynolds
number of 3x106 for the clean wing during each test.

These runs were analyzed to assess the data repeatabil-
ity using the regression statistical analysis of reference

10. The statistical analysis was applied over an angle
of attack range from -1 ° to 3° . The estimated mean

value was calculated from a fourth-order polynomial
regression equation fitted to the results. From the mea-
sured data and the estimated mean value, the residual

error, the 95-percent confidence interval, and the

95-percent prediction interval were determined. The
95-percent confidence interval is the bounds about the

estimated mean value that encompass the true mean
with a 95-percent probability. The 95-percent predic-
tion interval is the bounds about the estimated mean

value that will contain a single future measurement
with a 95-percent probability. The confidence interval

is related to the location of the true mean and the pre-
diction interval is a measure of the data scatter. As

defined in reference 10, confidence and prediction
intervals are inversely proportional to the number of

measurements in the data set and the local density of
the measurements. Thus, at the ends of the intervals,
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the local density of the points decreases and the confi-
dence and prediction intervals widen. The results from

the statistical analysis are presented in figure 3. In gen-
eral, the repeatability is good, with the confidence

interval similar in magnitude to the measurement

uncertainty.

Results and Discussion

Outboard spoilers

The effect of outboard spoiler deflection for the
force and moment coefficients was determined from

the increment (difference) in the coefficient with the

spoiler deflected and with the clean wing. The incre-
ment is denoted by the A symbol preceding the coeffi-

cient. A sample of the effect of Reynolds number on
the increments in the force and moment coefficients is

presented in figure 4 for a spoiler deflection of 20 ° at a

Mach number of 0.82. For the lower angles of attack,
the increment in rolling moment coefficient due to

spoiler deflection is relatively constant. The level gen-
erally becomes more negative as the Reynolds number
increases from 3×106 to 22×106. A smaller change is

found between Reynolds numbers of 22x106 and
30x106. It should be noted that these changes in rolling

moment coefficient are larger than the test-to-test

repeatability (=0.0002) and the uncertainty in the roll-

ing moment coefficient (=0.0001 to =0.0003). As the

angle of attack increases above about 2.5 °, the incre-
ment in rolling moment coefficient becomes less nega-

tive. Model pitch dynamics frequently occurred in this
part of the test envelope, limiting the extent of the

angle of attack range. The yawing moment, pitching
moment, and lift coefficient increments show the

expected trends. In regions where the rolling moment
coefficient is relatively constant, the yawing moment

coefficient and the lift coefficient increments are nega-
tive and the pitching moment coefficient increment is

positive. In regions where the rolling moment coeffi-
cient is becoming less negative, the yawing moment

and lift coefficient increments are also becoming less
negative and the pitching moment coefficient is

becoming less positive.

The basic results were curvefit and fitted values at

an angle of attack of 0.0 ° and were cross-plotted to
determine the variation of the increment in rolling
moment coefficient with Reynolds number for two

spoiler deflections and the results are presented in fig-
ure 5. In most cases, the increment in rolling moment

coefficient due to spoiler deflection becomes more
negative as the Reynolds number increases from 3×106
to 22x106. Typically, there is only a small change in

the rolling moment coefficient between Reynolds
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numbers of 22x106 and 30x106. The influence of Rey-

nolds number on the increment in rolling moment
coefficient is generally larger for the 20 ° spoiler
deflection.

The basic results were cross-plotted at the same
angle of attack to determine the variation of the incre-

ment in rolling moment coefficient with spoiler deflec-
tion and the results are presented in figure 6. In

general, spoiler roll control power, as determined from

the slopes of the curves, decreases at the higher Mach
numbers. Increasing the Reynolds number generally

increased the roll control power.

Reynolds number will have an influence on the

wing pressure distributions. Direct comparisons of the

pressure distributions on the wing for the different
spoiler deflections are not possible because of the dif-

ferences in the angle of attack for the data at a given
Reynolds number, dynamic pressure, and Mach num-

ber. At each combination of Reynolds number,

dynamic pressure, and Mach number, the pressure
coefficient from each pressure orifice was curvefit as a
function of angle of attack and fitted values selected at

angles of attack of 0° and 4°. Results at Reynolds num-
bers of 22x106 and 30x106 were corrected for static

aeroelastic effects in a manner similar to that used for

the force and moment data.

The effect of Reynolds number on the trailing
edge pressure distributions with and without the spoil-

ers deflected is presented in figure 7. Since there was
an incomplete set of clean wing data, the undeflected

results were taken from the starboard wing panel. For
the clean wing, the trailing edge pressure coefficient

becomes more positive (less negative) as the Reynolds
number increases. Separated flow regions tended to
become smaller as the Reynolds number increases. For

the spoiler deflected, there is a significant separated

flow region downstream of the spoiler, as shown by
the negative pressure coefficients at r1=-0.44 to

q=-0.69. (The spoiler hinge line extended from
q=-0.430 to q=-0.669.) At the higher angle of attack, a

separated flow region developed on the clean wing
near the mid-span portion of the wing. The loss of lift

on the clean wing panel from the separated flow region
increases so as to reduce the effectiveness of the

spoiler on the opposite wing panel.

Outboard ailerons

The effect of Reynolds number on the increments

in the force and moment coefficients is presented in
figure 8 for an aileron deflection of -10 °. For the

angles of attack used in this investigation, the incre-
ment in rolling moment coefficient due to aileron
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deflection was relatively constant for Mach a number
of 0.82. The magnitude of the increment in the rolling

moment coefficient was smallest at a Reynolds number
of 3x106 and generally increased as the Reynolds num-
ber increased. The increment due to aileron deflection

in lift coefficient was generally negative and the incre-

ment in pitching moment coefficient was positive.

The basic results were curve fit and cross-plotted

at an angle of attack of 0 ° to determine the increment
in rolling moment coefficient with Reynolds number

for both aileron deflection angles and the results are

presented in figure 9. The effect of Reynolds number
on the increment in rolling moment coefficient is gen-

erally small with a general trend of increasing magni-

tude with increasing Reynolds number.

The basic results were also cross-plotted to deter-

mine the increment in rolling moment coefficient with
aileron deflection angle for constant Reynolds number

and the results are presented in figure 10. In general,
the aileron control power increases with Reynolds

number and is larger for the negative aileron deflec-
tion.

Pressure data were not obtained for the two lower

Reynolds numbers in the outboard aileron test so the

effect of Reynolds number on the trailing edge pres-

sure coefficient distribution and the chordwise pres-
sure coefficient distribution could not be determined.

Additional results from the outboard aileron and out-

board spoiler wind tunnel tests are available in
reference 11.

Concluding Remarks

Data from two tests of a wing-body configuration
in the NTF have been analyzed to study the effect of

Reynolds number on the performance of lateral control
devices. The results indicated that:

1. In most cases, the increment in rolling moment
due to spoiler deflection becomes more negative as the
Reynolds number increases from 3x106 to 22×106.

Typically, there is only a small change in the rolling
moment coefficient between Reynolds numbers of
22x106 and 30x106. The influence of Reynolds num-

ber on the increment in rolling moment coefficient is
generally larger for the 20 ° spoiler deflection.

2. For the clean wing configuration, the trailing
edge pressure became more positive (less negative) as

the Reynolds number increases. Separated flow
regions tended to become smaller as the Reynolds
number increases.
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3. For the aileron deflected configuration, the

effect of Reynolds number on the increment in rolling

moment coefficient is generally small with a general

trend of increasing magnitude with increasing Rey-

nolds number
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Table 1: Model Characteristic Dimensions.

Body:

maximum diameter .............. 5.75 in.

length ......................... 60.5 in.

Wing (based on trapezoidal planform):

aspect ratio ......................... 9.8

taper ratio .......................... 0.4

sweep, quarter chord ............... 30.0 °

dihedral .......................... 5.0 °

mean geometric chord ........... 5.742 in.

span ......................... 52.97 in.

reference area ................. 1.9884 ft 2

Table 2: Uncertainty in Model Force and
Moment Coefficients.

Outboard Spoiler Data, qJE=

Component .28×10 -6

C L .0031

C m .0013

.45x 10 -6 .62x 10 "6

.0019 .0014

.0008 .0006

.00018 .00013

.00011 .00008

C 1 .00030

C n .00018

Outboard Aileron Data, q_/E=

Component .28x10 6 .45x10 -6 .62x10 -6

CL .0025 .0016 .0011

C m .0010 .0006 .0004

C 1 .00019 .00012 .00008

C n .00008 .00005 .00004
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Fig. 4. Variation of the force and moment coefficients with angle of attack. 6s=20 °. M_=0.82.

AC n

0

-.005

ACI-.010 - , ....O-.020

-.025 ,,,,
0 .30 0 30 0

M= = 0.88

J

fill

0 20 10 20 10 20 30 0

Rc xl0 6 Rc xl0 "6 R¢ xl0 6

M_ = 0.94

5s, deg

10
......... 20

10 20 30

R c xl 0.6

Fig. 5. Variation of rolling moment coefficient with Reynolds number with deflected spoilers, ot = 0°.

9
American Institute of Aeronautics and Astronautics





AIAA-2001-0908

ACt

.005

0

-.005

-.010

-.015

-.020
0

M_ = 0.70

10 20 30

8s, deg

M= = 0.82

0 10 20 30

8s, deg

M= = 0.88

\

I I I i I i I I 1111

0 0 20 30

8s, deg

] M = 0.94

Rc xl0 6

3.
......... 13.

22.
30.

10 20 30

5s, deg

Fig. 6. Variation of rolling moment coefficient with spoiler deflection. _ = 0°.

-.8

-.4

Cp,te

0

.4

8s = 0° (Starboard wing)

I

c( = 0.0 °

Rc x10 .6 (_s = 20° (Port wing)

3. r
13.
22. c(= o o°
30.

-.8 I

o(= 4.0 °

-,4 -- --

0 _ S.___,_-, --,,_,_=__

.4 I I I I I I , I I I I I I I I L

0 .2 .4 .6 .8 1.0 0
I I

ct= 4.0 °

/
/:/[ I_1 I I 1 L i I I I I I

-.2 -.4 -.6 -.8 -1.0

rl

Fig. 7. Variation of the trailing edge pressure coefficient distribution with Reynolds number. M==0.82.

10
American Institute of Aeronautics and Astronautics





AC L

!
0 .... !

-.005

AC 1
-.010

-2 0 2 4

AIAA-2001-0908

.I

0 ACre

-.1

.002

Rc xl0 -8

3.
13.
22.

0 2 4

0 ACn

-.002
6 -2 6

o_, deg o_,deg

Fig. 8. Variation of the rolling moment coefficient with angle of attack with deflected ailerons. 8a=-10L M_=0.82.

ACt

.010

.0O5

0

-.005

-.010

-.015
0

it i L

M_ = 0.70

0 20

Rc xl0 -s

30 0

M= = 0.82

10 20 30 0

Rc xl 0 .6

8a, deg

-10
......... 10

M= = 0.88

10 20 30 0 10 20 30

Rc xl0 "s Rc xl0 s

Fig. 9. Variation of rolling moment coefficient with Reynolds number with deflected ailerons, ct = 0 °.

ACt

.010

.005

-.005

-.010

-.015
-1(

M_ = 0.70

0 10

8a, deg

--T----

M_ = 0.94

M_=0_

/
I I I I I I I I

-10 0 10

8a, deg

IIII IIII

-10 0 10 -10 0 10

8a, deg 8a, deg

Fig. 10. Variation of rolling moment coefficient with aileron deflection, c_= 0°.

Re xl0 _

3.
......... 13.

22.
30.

11

American Institute of Aeronautics and Astronautics




